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CERTIFICATIONS & COMPLIANCE

FEATURES

ONE CLICK INSTALLATION
Mounting & electrical connection with one click

A RANGE

ROUND Acoustic R OU N D-A CO

B SUB CATEGORY

Lay-in acoustic L I

D COLOR HOUSING
White W H
Black B L
Gray G R
Custom color RAL X X

E COLOR ACOUSTIC

White W H
Light gray L G
Dark gray D G 

DIAMETER IN FT
Ø 1 ½' D M - 1 . 5 F T
Ø 2' D M - 2 F T
Ø 3' D M - 3 F T

PERFORMANCE

MOUNTING

• Welded aluminum fixture housing
• Powder coated white, gray, or black
• Acoustic PET lay-in cover

Surface Pendant

F

ROUND
ACOUSTIC

Catalog Number Example

ROUND-ACO-LI-SUR-BL-LG-DM-2FT

C MOUNTING

Surface S U R
Pendant P D T
pendant suspension set includes cable 
suspension, with a white junction box cover

for black junction box covers,
please contact customer service
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PRODUCT DETAILS

CS-V01 09/2025

Ø 11 13⁄16" Ø 11 13⁄16" Ø 17 ¾"
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Ø 17 ¾"

ROUND 1 ½' ROUND 2' ROUND 3'

Ø 11 13⁄16" Ø 11 13⁄16"

suspended

suspended (3-point barrel mount)

surface

17 ¾" 23 ⅝" 35 7⁄16"

3-piece barrel mount set 6 9 8 - 0 9 8 - 0 5 1 4 0

SUSPENSION SET < 36 INCH 

Accessory

FIXTURE DIMENSIONS
NOMINAL DIMENSIONS CODE

Ø 1 ½' Ø 17 ¾" / h 3 ½" D M - 1 . 5 F T
Ø 2' Ø 23 ⅝" / h 3 ½" D M - 2 F T
Ø 3' Ø 35 7/16" / h 3 ½" D M - 3 F T

ROUND  mounting instructions

Get access to the ROUND 
mounting instructions faster by 
scanning the QR code.

www.basolighting.com/resources/
mounting-instructions/round


